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RECOMMENDED

DIRECTOR OF ENGINEERING

SCALE: N.T.S.

DEPUTY GENERAL MANAGER / CHIEF ENGINEER

APPROVED

2" x 12" LONG

NIPPLE

2" x 90°

BRASS ELL

2-1/2"  x 2" LONG

BUSHING

FIRE HYDRANT BODY

FINISH

GRADE

2" x 90° BRASS

ELL

2" x 20" OR 26" LONG

NIPPLE

2" x 90° BRASS

STREET ELL

2-1/2" x 2" INCH BUSHING

3" METER

2-1/2" BUSHING

REDWOOD BLOCKS

AS REQUIRED

ELEVATION

2-1/2" REDUCED PRESSURE

BACKFLOW DEVICE

2-1/2" BRASS BALL

VALVE

1
2
"

NOTES:

1. ALL FITTINGS SHALL BE BRASS.

2. FOR 4" AND LARGER METERS, CUSTOMER WILL BE REQUIRED TO PROVIDE DESIGN FOR LBWD APPROVAL AND INSTALL THE

REDUCED PRESSURE BACKFLOW DEVICE. LBWD WILL PROVIDE METER.

3" x 2-1/2" INCH BUSHING

2-1/2" BRASS BALL

VALVE


