
SECTION A-A

NOTES:

1. ANCHOR BLOCK SHALL BE 600-C-2500 CONCRETE.

2. CONCRETE SHALL BE POURED AGAINST UNDISTURBED SOIL.

3. ALL STEEL ROD, BOLTS, ETC. IN CONTACT WITH SOIL SHALL BE COATED WITH BITUMASTIC OR APPROVED EQUAL.

4. DIMENSIONS ARE BASED ON 2,000 PSF SOIL BEARING VALUE AND 60,000 PSI BAR TENSILE STRENGTH.

5. THE FOAM EXPANSION WRAP SHALL BE REFLECTIX EXPO04050 CONCRETE EXPANSION JOINT OR APPROVED EQUAL.

6. CALCULATIONS REQUIRED WHEN PIPE SIZE >12" OR SOIL BEARING VALUE <2000 PSF.
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APPROVED

FINISHED GRADE

#4 REINFORCING

BARS (TYP.)

WATER MAIN OR SERVICE LINE

WITH 1/2" EXPANSION WRAP

(SEE NOTE 5)

TIE ROD

"W"

TRENCH WIDTH

"Y"

3" MIN.

(TYP.)

"H"

"X"

TRENCH WIDTH

3" MIN.

(TYP.)

2' MIN.

3" MIN.

(TYP.)

A

A

3" RADIUS

(TYP.)

CONCRETE

ANCHOR BLOCK

WATER LINE OR

SERVICE LINE

#4 REINFORCING BARS (TYP.)

#4 REINFORCING BARS

AT 12" O.C. EW (TYP.)

TEE CONNECTION

OR TAPPING SLEEVE

GATE VALVE

PROVIDE DOUBLE NUTS ON

PROTRUDING TIE BAR (TYP.)

CLAMP PER WDS-104 (TYP.)

60" X 20" TIE-ROD PER WDS-105 (TYP.)

(#6 REBAR). TIE ROD SHALL BE THREADED

AT LEAST 18" ON BOLTED END.

PIPE

DIA.

X Y H

4" 1' 1' 1'

6" 1' 1' 1'

8" 1' 1' 1.5'

10" 1' 1.5' 1.5'

12" 1' 2' 1.5'


