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RECOMMENDED

DIRECTOR OF ENGINEERING

SCALE: N.T.S.

DEPUTY GENERAL MANAGER / CHIEF ENGINEER

APPROVED

ELEVATIONS

DETAIL

GROUND

BRAZE BAR

TO PIPE

2" ANGLE VALVE

2" BRASS NIPPLE

2" x 2" x 3/4" BRASS TEE

3/4" x 1/4" BRASS BUSHING

1/4" x 90° BRASS

STREET ELBOW

1/4" BRASS GAUGE COCK

NIPPLE BRACE

SEE DETAIL

1/4 x 4" LONG BRASS NIPPLE

1/4" BRASS CAP

2 x24" LONG BRASS NIPPLE

2" PROTECTIVE GALVANIZED

PIPE CAP. REMOVE ONLY

WHEN RISER IS INSTALLED

2" BRASS PIPE TO RAISE

RISER TO PROPER ELEVATION

WILL BE FURNISHED BY THE

WATER DEPARTMENT

2" BRASS NIPPLE

2-1/2" CAP

2" FEMALE PIPE THREAD

x 2-1/2" NATIONAL HOSE

THREAD BUSHING

3/4"

1-1/2"

1-1/2"

1-1/2" x 5/16"

FLAT BAR

5/8" DRILL

13/16" RADIUS

1/4" BRASS NIPPLE
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