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RECOMMENDED

DIRECTOR OF ENGINEERING

SCALE: N.T.S.

DEPUTY GENERAL MANAGER / CHIEF ENGINEER

APPROVED

2" BALL VALVE

PAVEMENT

12" STANDARD ADJUSTABLE

 GATE BOX AND LID.

SEE WDS-117 & WDS-118.

SEE NOTE 1.

12" POLYVINYL

CHLORIDE PIPE

2" BRASS ANGLE VALVE

6" OF 3/4" CRUSHED ROCK

TO SEAL OUT DIRT

2" BRASS STREET ELL

2" BRASS COUPLING

2" BRASS PLUG

2-7/8" 2-3/8" 2" 3-1/4"

3
"

1
2
"

1
4
"

2" BRASS RISER

AS REQUIRED

NOTE:

1. FOR INSTALLATIONS BEHIND CURB USE 1" METER BOX IN LIEU OF GATE BOX AND SET TOP OF VALVE 4" BELOW SURFACE.

2. ALL BRASS NIPPLES AND FITTINGS SHALL BE GREASED AND WRAPPED. NO CONTACT WITH CONCRETE SHALL BE ALLOWED.

DUCTILE IRON

FLANGE X PUSH-ON ADAPTER

DUCTILE

IRON PIPE

DUCTILE IRON BLIND FLANGE

WITH 2" THREADED OUTLET

CONCRETE ANCHOR

BLOCK, SEE WDS-107

2" BRASS NIPPLE

AS REQUIRED

2" X 90° BRASS ELL

2" BRASS NIPPLE,

LENGTH AS REQUIRED

2" X 4" BRASS NIPPLE

SPOT BRAZE


