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SCALE: N.T.S.

DEPUTY GENERAL MANAGER / CHIEF ENGINEER

APPROVED

5"

12"

DO NOT EMBED

HARDWARE IN

CONCRETE

3/8" PLATE REINFORCING

RING

1" CEMENT MORTAR

COATING WITH 2"X2" 10/10

WELDED WIRE FABRIC

150 POUND SLIP-ON

WELDING FLANGE

FLANGE, GATE VALVE

OR FITTING

A

STEEL CYLINDER

CONCRETE PIPE

REINFORCING RING

SUPPORT PLATE

1" CEMENT MORTAR

COATING WITH 2" x 4"

13/13  WELDED WIRE

FABRIC

3/8" x 16" PLATE, WELD TO

OD REINFORCING RING

1/4" CEMENT

MORTAR LINING

4", 150 POUND SLIP-ON

WELDING FLANGE

4" STANDARD STEEL

PIPE

6" STANDARD BUTT

WELDING ELL

3/8" PLATE, WELD TO OUTLET

AND REINFORCING RING

B

B

8" ; 10" IF OUTLET IS ADJACENT

TO BOLTED COUPLING

B

A

DIMENSION

OUTLET SIZE IN INCHES

4 6 8 12

A 7-3/4 11 11-1/2 12

B 2 3 4 6

VARIES

CONCRETE BASE

CLASS A2

CONCRETE

(600-C-2500)

1"1"

8
"

1. REFER TO SPECIFICATION SECTION 09 90 00 FOR COATING OF STEEL PIPE.

OUTSIDE DIAMETER

OF FLANGE

STEEL CYLINDER

CONRETE PIPE

A

NOTES:

4", 6", 8", 12" SIDE OUTLET

DETAIL B-B

4" TOP OUTLET

DETAIL A-A

1/4" CEMENT MORTAR LINING
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DEPUTY GENERAL MANAGER / CHIEF ENGINEER

APPROVED

STEEL CYLINDER

STEEL WRAPPER SHEET

1.5 "t"

MINIMUM

STANDARD 150 POUND SLIP-ON

FLANGE. STANDARD DRILLING

HOLES TO STRADDLE CENTER LINE

EXTRA STRONG

GALVANIZED PIPE

STEEL PLATE COLLAR "F"

"
E

"

OUTSIDE

DIAMETER OF

FLANGE "A"

DIAMETER OR BOLT

CIRCLE "B"

PIPE SIZE

1-1/4" CEMENT

MORTAR LINING

STEEL CYLINDER

CONCRETE PIPE

1"

STEEL CYLINDER

STEEL WRAPPER SHEET

STEEL CYLINDER

CONCRETE PIPE

1"
1/2" CEMENT MORTAR

LINING

PIPE SIZE

OUTSIDE DIAMETER

OF FLANGE "A"

DIAMETER OF BOLT

CIRCLE "B"

THICKNESS OF FLANGE "C"

3/8" STEEL PLATE

CYLINDER

STEEL PLATE COLLAR "F"

1" CEMENT MORTAR COATING

REINFORCED WITH 2" x 4"

NUMBER 13 GAUGE WIRE FABRIC

OUTSIDE DIAMETER

OF CYLINDER "D"

1/2 "

SECTIONAL DETAIL FOR 12", 20", 24", 30" PIPE OUTLET

SECTIONAL DETAIL FOR 3", 4", 6", 8" PIPE OUTLET

"t"

1/4 "

3/16"

"t"

NOTES:

1. "t" REFERS TO THICKNESS OF THE STEEL WRAPPER SHEET.

2. REFER TO SPECIFICATION SECTION 09 90 00 FOR COATING OF

STEEL PIPE.

DIMENSIONS IN INCHES

PIPE

SIZE

A B C D E F

3 7-1/2 6 9 2

4 9 7-1/2 9 2

6 11 9-1/2 9 3

8 13-1/2 11-3/4 9 4

12 19 17 1-1/4 13-3/4 12 6-1/2

20 27-1/2 25 1-11/16 21-3/4 20 10-1/2

24 32 29-1/2 1-7/8 25-3/4 20 12-1/2

30 38-3/4 36 2-1/8 31-3/4 20 15-1/2

"
E

"

BOLT HOLE

BOLT HOLE

1.5 "t"


