CASE 1 - NEW SEWER MAIN CONSTRUCTION

CASE 2 - NEW WATER MAIN CONSTRUCTION

NOTES:

1. SEWER MAIN SHALL BE CONSTRUCTED OF DUCTILE IRON PIPE WITH MECHANICAL JOINTS.
2. APPROVED PIPE WITHIN A CONTINUOUS SLEEVE OF DUCTILE IRON OR STEEL PIPE WITH A WALL THICKNESS OF NOT LESS THAN 1/4".
3. SEWER MAIN SHALL BE CONSTRUCTED OF A CONTINUOUS SECTION OF DUCTILE IRON PIPE.
4. WATER MAIN SHALL BE CONSTRUCTED WITH NO JOINTS AND OF DUCTILE IRON PIPE WITH HOT DIP BITUMINOUS COATING.
1. CONSTRUCTION IN ZONE A WILL BE PERMITTED ONLY WHERE NO FEASIBLE ALTERNATIVE EXIST.
2. WATER MAIN SHALL BE CONSTRUCTED OF DUCTILE IRON PIPE WITH HOT DIP BITUMINOUS COATING.
3. SEWER MAIN SHALL BE CONSTRUCTED OF EXTRA STRENGTH CLAY PIPE OR DUCTILE IRON PIPE WITH MECHANICAL JOINTS.