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APPROVED

CUT-IN WYE ON EXISTING

LINED SEWER PIPE

CUT-IN WYE ON EXISTING

SEWER PIPE

EXISTING CURED-IN

PLACE LINER

1. WHEN 12" MIN. SPACE BETWEEN EDGE OF COUPLING AND BELL CANNOT BE PROVIDED, CUT OUT NEAREST BELL JOINT

AND INSERT PLAIN END PIPE.

2. ALL DEBRIS SHALL BE KEPT OUT OF THE SEWER. THE PIPE REACH CUT INTO SHALL BE CLEANED AND BALLED, IF

NECESSARY, AS DIRECTED BY LBWD.

3. DAMAGED PIPE SHALL BE REPLACED AS DIRECTED BY LBWD.

4. INSTALL SEGMENT LINER ACROSS THE CUT IN WYE AS REQUIRED BY LBWD. CUT AND GRIND OPENING FOR NEW SERVICE.

5. FILL ANNULAR SPACE BETWEEN PIPE AND LINER WITH SIKADUR 31 OR APPROVED EQUAL.

NOTES:

6" MIN

SEGMENT LINE

PROPOSED CUT IN

WYE-SEE NOTE 4

VITRIFIED CLAY

WYE FITTING

BANDED RUBBER COUPLING

WITH OUTSIDE TYPE 316

STAINLESS STEEL SHEAR RING

SAWCUT AND REMOVE SEGMENT OF

LINED VITRIFIED CLAY PIPE

45°

45°

CUT & GRIND WYE

OPENING ON NEW

SEGMENT LINER

SEE NOTE 4

EXISTING SEWER PIPE

BANDED RUBBER COUPLING

WITH OUTSIDE TYPE 316

STAINLESS STEEL SHEAR RING

SEE NOTE 5 (TYP)


